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			White Knight Fittings

Liquid Inlet & Outlet Connection Types
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			Overview

White Knight offers various liquid inlet and outlet fitting options, including Flaretek®, Tubing Out, Weldable, Pillar® 300 Super, Female NPT (FNPT) and Synchro-Flare™ in sizes ranging from 1/4-inch to 1-1/4-inch.


		

	



	
		
			*All fittings are not available in all sizes.


		

	







	
		
		
			

		
	


	
		
			Flaretek® Compatible


		

	


	
		
			Sizes: 1/4, 3/8, 1/2, 3/4, 1, and 1-1/4 in.


		

	






	
		
		
			

		
	


	
		
			Purebond® Weldable


		

	


	
		
			Sizes: 1/2, 3/4, and 1 in.


		

	






	
		
		
			

		
	


	
		
			Pillar® Super 300


		

	


	
		
			Sizes: 1/2, 3/4, 1, and 1-1/4 in.


		

	







	
		
		
			

		
	


	
		
			Sychro-Flare™


		

	


	
		
			Sizes: 3/8, 1/2, 3/4, and 1 in.


		

	






	
		
		
			

		
	


	
		
			Female NPT (FNPT)


		

	


	
		
			Sizes: 1/4, 3/8, 1/2, 3/4, 1, and 1-1/4


		

	






	
		
		
			

		
	


	
		
			Tubing Out


		

	


	
		
			Sizes: 1/4, 3/8, 1/2, 3/4, 1, and 1-1/4 in.


		

	











	
		
			Pump Compatibility


		

	



	
		
				Current Models
	Legacy Models


	
		
	
		
				 Pump Models	1/4 in.
(0.25)
	3/8 in.
(0.375)
	1/2 in.
(0.5)
	3/4 in.
(0.75)
	1 in.
(1.0)
	1-1/4 in.
(1.25)

	30 LPM (8 GPM) Pumps: PSA030 | PFA030 | PXA030 PSH030 | PFH030 | PXH030 PSU030 | PFU030 | PXU030 PSR025 | PSR050
	
	
	
	
	
	

	60 LPM (16 GPM) Pumps: PSA060 | PFA060 | PXA060 PSH060 | PFH060 | PXH060 PSU060 | PFU060 | PXU060
	
	
	
	
	
	

	140 LPM (36 GPM) Pumps: PSA140 | PFA140 | PXA140 PSH140 | PFH140 |PXH140 PSU140 | PFU140 | PXU140
	
	
	
	
	
	



*All fittings are not available in all sizes.

		

	


	


	
		
	
		
				 Legacy Models	1/4 in. (0.25)
	3/8 in. (0.375)
	1/2 in. (0.5)
	3/4 in. (0.75)
	1 in. (1.0)
	1-1/4 in. (1.25)

	AT50	
	
	
	
	
	

	AP40EXT3	
	
	
	
	
	

	AP50	
	
	
	
	
	

	AP50FM	
	
	
	
	
	

	X50	
	
	
	
	
	

	PL30	
	
	
	
	
	

	PX30	
	
	
	
	
	

	PLF30	
	
	
	
	
	

	 Legacy Models	1/4 in. (0.25)
	3/8 in. (0.375)
	1/2 in. (0.5)
	3/4 in. (0.75)
	1 in. (1.0)
	1-1/4 in. (1.25)

	AT100	
	
	
	
	
	

	AP100	
	
	
	
	
	

	AP100FM	
	
	
	
	
	

	X100	
	
	
	
	
	

	PL60	
	
	
	
	
	

	PX60	
	
	
	
	
	

	PLF60	
	
	
	
	
	

	 Legacy Models	1/4 in. (0.25)
	3/8 in. (0.375)
	1/2 in. (0.5)
	3/4 in. (0.75)
	1 in. (1.0)
	1-1/4 in. (1.25)

	AT300HD	
	
	
	
	
	

	AP200	
	
	
	
	
	

	AP300	
	
	
	
	
	

	AP200FM	
	
	
	
	
	

	AP300FM	
	
	
	
	
	

	PL120	
	
	
	
	
	

	PX120	
	
	
	
	
	

	PLF120	
	
	
	
	
	

	 Legacy Models	1/4 in. (0.25)
	3/8 in. (0.375)
	1/2 in. (0.5)
	3/4 in. (0.75)
	1 in. (1.0)
	1-1/4 in. (1.25)



*All fittings are not available in all sizes.

		

	


	


		

	



	
		
			Pulse Dampener Compatibility


		

	



	
		
				 Pulse Dampeners	1/4 in.
(0.25)
	3/8 in.
(0.375)
	1/2 in.
(0.5)
	3/4 in.
(0.75)
	1 in.
(1.0)
	1-1/4 in.
(1.25)

	DBA030 | DBH030 | DBU030
	
	
	
	
	
	

	DBA060 | DBH060 | DBU060
	
	
	
	
	
	

	DBA140 | DBH140
	
	
	
	
	
	



*All fittings are not available in all sizes.

		

	









	
		
			iPolymer Fittings


		

	



	
		
		
			
		
	


NPT Pipe Fittings & Connections




	
		
		
			
		
	


Compression Tube Fittings & Connections




	
		
		
			
		
	


Flare Tube Fittings & Connectors




	
		
		
			
		
	


Bulkhead Fittings & Connectors




	
		
		
			
		
	


Barbed Fittings




	
		
		
			
		
	


Spare Parts (Nuts-Ferrule-Grippers)




	
		
		
			
		
	


Special Mini Fittings & Connectors











White Knight distributes Fit-One Fittings in North America. For international sales, please contact Bueno Technology at 886-6-6935311#313.




	
		
			Fit-One Fittings

PFA Liquid Connections & Accessories


		

	



	
		
		
			
		
	



	
		
			Unique Impact Ring Design

Fit-One fittings are great alternatives to conventional flared fittings. Their impact ring design allows for higher operating temperatures and creates more robust connections. The impact ring firmly grips the tubing and creates strong resistance to pulling forces. Once the fitting nut is screwed tightly, the union between the tubing and fitting body is virtually inseparable.

Optimal Torque Indicator

The Click-Gauge indicates the optimal fastening location, maximizing the performance of the fitting without damaging the connection. When the nut is tightened to the optimal location on the body, the gauge will notify the operator either through a vibration or sound.


		

	






	
		
			Features & Benefits


		

	


	Conventional Flared connection for easy installation/retrofit
	Capable of 200°C due to unique “Impact Ring” design
	Click-Gauge ensures proper torque is applied
	High-purity PFA construction; All PFA flow path
	Compatible with wide range of chemistries/gasses




Fit-One PFA Fittings









	

	


			
		

	
	

	


	
	

		
			
				
					
									About White Knight

White Knight manufactures high-purity fluid handling equipment for semiconductor, solar, LEDs, flat-panel displays and electronics industries. We ensure quality through controlled in-house engineering and manufacturing. We assemble, test and package high-purity products in a Class 100 cleanroom.

About White Knight

News & Events | Terms | Privacy


					Testing Programs

White Knight is committed to meet your complex fluid handling needs. Our pumps are thoroughly tested and perform reliably in the most demanding applications and in the harshest environments.

Our engineers are ready to set up your custom tests at our facilities, or you can order a demo unit to test in your own system.

Order a Demo Unit

Start a Custom Test


					Contact White Knight
White Knight Fluid Handling
187 East 670 South

Kamas, UT 84036

P: 435.783.6040

T: 888.796.2476

F: 435.783.6128

support@wkfluid.com

sales@wkfluid.com

Send large files (up to 2GB)

Hours: 8 AM - 5 PM, Monday-Friday
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Complete form to enable Submit button.

Correct email to enable Submit button.
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